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HI766Z

Wire Probe for Ovens

HI766

HI766 K-Type Thermocouple Wire 
and Clamp Probes

1.5 mm
0.06”

255 mm
10”

Specifications

Code Max. Temperature Response time (90% 
of final value) Probe Dimensions Probe Material Cable Type Cable Length Connector Type

HI766Z 1100°C (2000°F) 4 seconds L 255 mm x dia 1.5 mm 
(10 x 0.06’’) stainless steel stainless steel/

straight 1.7 m (5.6’) K-Type

HI766Z/3 1100°C (2000°F) 4 seconds L 255 mm x dia 1.5 mm 
(10 x 0.06’’) stainless steel stainless steel/

straight 3 m (9.9’) K-Type

HI766Z/7 1100°C (2000°F) 4 seconds L 255 mm x dia 1.5 mm 
(10 x 0.06’’) stainless steel stainless steel/

straight 7 m (22.9’) K-Type

HI766TV1

Clamp Probe for Pipes and Tubes

Specifications

Code Max.  
Temperature

Response 
time (90% of 
final value)

Probe Dimensions sensor Probe Handle Probe Handle 
Color Cable Type Cable Color/

Length
Connector 
Type

HI766TV1 200°C (390°F) 4 seconds
Clamp Opening 
Diameter max 35 mm 
(1.4’’)

housed inside 
the clamp ABS Black Polyurethane 

(PUR)/coiled
green / 1 m 
(3.3’) cable K-Type

35 mm Max.
1.4”

General Specifications
Accuracy

±1.5°C (up to 375°C) 
±0.004 x T °C (above 375°C)


